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Installation instructions for THERMO-N-AIR

Please read instructions carefully before installation.

Mechanical Installation.

1 - The direction of airflow is reversable by simply rotating the unit 180° in the horizontal position only.
     This is possible due to the automatic cutouts on the top and bottom of the unit.

2 - Do not install elbows 
closer than 8 inches to 
the inlet or the outlet
of the unit. 

3 - Use 6'' round insulated
duct for the inlet connection
and uninsulated for the outlet.
Minimize the use of elbows.

4 - The electronic controller ajust the heating capacity to the volume of air and shuts down the heater 
     when there is no air flow. The minimum amount of air required (in cubic feet per minute) to operate 
     the unit is given in the last column of the table on side 2 (CFM).  
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Attach the unit to a suitable 
support. This model is small 
enough to be located between 
standard 16” spaced floor 
joists. Always allow a minimum 
1/2” clearance above the 
heater. To simplify installation, 
attach the mounting bracket 
and then hook the top of the 
unit on the bracket and only 
screw in the bottom flange.
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Push Button Room Controller
The buttons control three functions: Stop, Continuous Ventilation and Intermittent 
Ventilation. A pilot light confirms the chosen mode.

Continuous Ventilation

Intermittent Ventilation 

Stop

Function 2

Function 3

Function 1

MINI FRESH AIR MAKE-UP – THERMO-N-AIR

Field of Application:

- Fresh Air Make-up for residential houses, condos or apartments.

Scope:

- Standard house from 1800 to 2000 square feet.

- An airflow of 60 cubic feet per minute (CFM) is required for a minimum of 2.0 KW.

Operating Procedure:

1 – Make sure the fan is adjusted at 60 CFM.

2 – Adjust the output temperature of the THERMO-N-AIR on the D22-TFS module.

3 – Use the push button Room Controller (installed near the entrance door) for either a continuous or 
intermittent operation, depending upon how many air changes you require.

4 – For a dry contact operation (on-off) please contact Thermolec.

N.B.
For homes with a surface area of more than 2000 square feet, the required airflow is 90 CFM for 
a minimum of 3.0 KW.
Connect the bathroom fan to the F F terminals in the THERMO-N-AIR.
The operation is exactly the same as the 60 CFM unit.
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